
 

 

TRANSMISSION FITTINGS 

Application Details: 

For use with SAE J844 type A nylon tubing in air transmission applications. 

Trucks, Trailers, RVs, Buses, Fire Trucks, & Rail. 

CONSTRUCTION •ÊCA360/CA3604ÊBrassÊ(Straights) 

•ÊCA377/CA3604ÊBrassÊ(Shapes) 

APPLICATIONS •ÊAirÊShiftÊTransmissions 

•ÊSeatÊControls 

•ÊDashÊControls 

 

RANGES 

 

•TemperatureÊRange:Ê-40°ÊtoÊ220°ÊF 

•ÊPressureÊRange:ÊUpÊtoÊ150ÊPSI 

TRANSMISSION FITTINGS 

To Connect Fitting & Tubing: 
1.ÊCutÊtheÊairÊbrakeÊtubingÊsquarely. 
 
2.ÊMakeÊsureÊmatingÊportsÊareÊfreeÊofÊanyÊdebris. 
 
3.ÊInsertÊtheÊtubingÊintoÊtheÊcompressionÊendÊofÊtheÊ
fittingÊuntilÊitÊbottomsÊoutÊagainstÊtheÊtubeÊstop.Ê 
 
4.ÊTightenÊtheÊnutÊ1Ê1/2ÊturnsÊpastÊfingerÊtight. 
 
5.ÊCheckÊyourÊconnectionÊbyÊpullingÊonÊtheÊtubingÊtoÊ
ensureÊtubingÊisÊfullyÊinserted.ÊÊ 
 
 

NOTES 

• Fittings meet SAE and DOT Requirements 

• Non-stock items and special parts are available on a quotation basis. 

• Configurations and dimensions are subject to change without notice. 

WARNING: Products offered by Robo-Fit can 
expose you to chemicals such as lead, a chemical 
which is known to the State of California to cause 
cancer, birth defects, or other reproductive harm. For 
more information go to www.P65Warnings.ca.gov 
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280 

CompressionÊSleeve 

281 

CompressionÊNut 

282 

MaleÊConnector 

283 

Union 

284 

90°ÊMaleÊElbow 
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280 TRANSMISSIONÊSLEEVE 

PART NUMBER Tube  

280-2 1/8” 

280-2.5 5/32” 

281 TRANSMISSIONÊNUT 

283 TRANSMISSIONÊUNIONÊ 

PART NUMBER Tube  

283-2 1/8” 

283-2.5 5/32” 

PART NUMBER Tube MPT 

284-2-1 1/8” 1/16” 

284-2A 1/8” 1/8” 

284-2.5-1 5/32” 1/16” 

284-2.5A 5/32” 1/8” 

284 90°ÊTRANSMISSIONÊMALEÊELBOW 

282 TRANSMISSIONÊMALEÊCONNECTOR 

PART NUMBER Tube   MPT 

282-2-1 1/8” 1/16” 

282-2A 1/8” 1/8” 

282-2.5-1 5/32” 1/16” 

282-2.5A 5/32” 1/8” 
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PART NUMBER Tube  Hex 

281-2 1/8” .374” 

281-2.5 5/32” .374” 

TRANSMISSION FITTINGS 


